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PULLING ACCESSORIES

 Catalog Conduit Disc *Safe Working Weight 

 Number Size Diameter Load

 08500-200 2" 1 7/8" 2,300 lbs. 0.92 lb.

 08500-250 2 1/2" 2 3/16" 2,300 lbs. 1.10 lbs.

 08500-300 3" 2 13/16" 2,300 lbs. 1.60 lbs. 

 08500-350 3 1/2" 3 1/4" 4,800 lbs. 2.70 lbs.

 08500-400 4" 3 3/4" 4,800 lbs. 3.60 lbs. 

 08500-500 5" 4 11/16" 4,800 lbs. 4.80 lbs. 

 08500-640 6" 5 13/16" 4,800 lbs. 7.30 lbs. 

*Safety Factor is 3:1 ( horizontal pulls only ) 

 Catalog Nominal Weight 

 Number Conduit Size

 08000-200 2" 0.38 lb.

 08000-250 2 1/2" 0.42 lb.

 08000-300 3" 0.48 lb.

 08000-350 3 1/2" 0.50 lb.

 08000-400 4" 0.53 lb.

 08000-500 5" 0.62 lb.

 08000-600 6" 0.68 lb.

Spiral Conduit Brush — 08000 Series 
Flat steel bristles spiraled onto heavy duty wire spindle  

with a Pulling Eye on one end only. This product will  

quickly remove grit or light dirt within the conduit  

before installing your cable.

Conduit Checker — 08500 Series
Following initial installation of the conduit it  

is often found that debris or partial collapse of  

the conduit will impede installation of the cable.

These products are designed to ensure the  

conduit is clear before installing the cable.

The discs are manufactured from high  

density polyurethane giving them the  

toughness to clear the conduit without  

scraping or scratching the interior walls.  

The discs are spaced with gaps to allow  

passage through tight bends. The wire  

rope running through the mandrel is  

high quality, galvanized wire.


