
• 4 mm Allen Wrench  
• 5 mm Allen Wrench
• 6 mm Allen Wrench
• Hook Spanner 25-28
• Spanner 24 mm x 27 mm
• 3mm T Wrench
• Roller Bracket Assembly
• 2 Sets of Cutting Tips, Comes with One Set
  Mounted (12 pieces/set)

 • TA9A728 Pipe and Tube Beveling Attachment
   Capacity 7-7/8” to 32” inches O.D.
• TA9A093 Cutting Tips (12 pieces/set) 

Specifications
Model

Power Supply

Rated Power Consumption

Rated Current

No Load Speed

Chamfering Capacity (Mild Steel)

Chamfer Angle

Power Cord

Weight

HB-15B

115V AC, 50/60 Hz

910 W

10.5 A

3,340 RPM

5/8" (15 mm) Depth at 45˚ Angle

15˚ – 45˚
13.1 feet (4 meters) 

33 lbs

Optional Accessories

Accessories Included

XChamfer

Y
Straight

HB-15B Chamfering up to 15C

8.66” (220 mm)

11.61” (295 mm)11.61” (295 mm)11.61” (295 mm)

HAND BEVELER

45˚
30˚
15˚

X
15
9
4

Y
15

15.5
15.4

HB-15B
Mild Steel(mm)

Chamfer
Angle 

Chamfer angle and width

15C
Mild Steel

Chamfering I-beamsChamfering steel plates

Features 
• Ideal for plate, pipe, and tube beveling for 

welding preparation

• Bevels angles 15˚ to 45˚ 
• Bevels depth up to 5/8” (15 mm) at 45˚ angle using 

multiple passes

• Bevels approximately 3’ to 4’ per minute

• High speed cutting action minimizes material hardening

PORTABLE 
BEVELING TOOLS BEVELER BEVELING

17


	NITTO Cat LOW Rev 10.2.14.pdf
	2014 NITTO LOW REV.pdf
	NITTO 2014 LOW REV .pdf
	2014 Nitto Full Catalog LOW.pdf
	Nitto 2012 Cat LOW REV.pdf
	Nitto Rev 1012.pdf
	Nitto Kohki Catalog LOW 2012.pdf
	Low Res MT.pdf
	Page 1.pdf
	Page 2.pdf
	Page 3.pdf
	4 and 5.pdf
	Page 6.pdf
	Page 7.pdf
	Page 12.pdf
	Page 13.pdf
	Page 14.pdf
	Page 15.pdf
	Page 16.pdf
	Page 17.pdf
	Page 18.pdf
	Page 19.pdf








	PT LOW.pdf



